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LEGEND

SANITARY SEWER MANHOLE

POINT REPAIR LOCATION

LATERAL REPAIR LOCATION

PROPOSED SEWER LINING

EXISTING SANITARY SEWER LINE

REHABILITATION NOTES:

1. CONTRACTOR SHALL PROVIDE TELEVISION INSPECTION AS WELL AS SMOKE TESTING FOR ALL
GRAVITY SEWER PIPES BEFORE REHABILITATION. REHABILITATE EXISTING PIPES WITH
PERMA-LINERTM MAIN LINING SYSTEM, CURED-IN-PLACE PIPE (CIPP) OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION. COORDINATE WITH THE
NORTH BAY VILLAGE AND ENGINEER BEFORE APPLICATION.

2. APPLY REHABILITATION LINING TO EXISTING MANHOLES, MUST USE CALCIUM ALUMINATE
(SEWPERCOAT), MULTI-COMPONENT STRESS PANEL (SPECTRASHIELD), OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION. COORDINATE WITH THE
NORTH BAY VILLAGE AND ENGINEER BEFORE APPLICATION.

3. PIPE AND MANHOLE LOCATIONS ARE ONLY INFORMATIONAL. LOCATIONS AND QUANTITIES ARE
APPROXIMATE. AVAILABLE PIPE SIZE, RIM, AND INVERT ELEVATIONS ARE BASED ON A RELATIVE
VERTICAL DATUM AND ARE PROVIDED ON SHEET C-06 (SANITARY SEWER INFORMATION TABLE).
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REHABILITATION NOTES:

1. CONTRACTOR SHALL PROVIDE TELEVISION INSPECTION AS WELL AS
SMOKE TESTING FOR ALL GRAVITY SEWER PIPES BEFORE REHABILITATION.
REHABILITATE EXISTING PIPES WITH PERMA-LINERTM MAIN LINING
SYSTEM, CURED-IN-PLACE PIPE (CIPP) OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION.
COORDINATE WITH THE NORTH BAY VILLAGE AND ENGINEER BEFORE
APPLICATION.

2. APPLY REHABILITATION LINING TO EXISTING MANHOLES, MUST USE
CALCIUM ALUMINATE (SEWPERCOAT), MULTI-COMPONENT STRESS PANEL
(SPECTRASHIELD), OR ENGINEER APPROVED EQUIVALENT. SEE
SPECIFICATIONS FOR PREPARATION AND APPLICATION. COORDINATE WITH
THE NORTH BAY VILLAGE AND ENGINEER BEFORE APPLICATION.

3. PIPE AND MANHOLE LOCATIONS ARE ONLY INFORMATIONAL. AVAILABLE
PIPE SIZE, RIM, AND INVERT ELEVATIONS ARE BASED ON A RELATIVE
VERTICAL DATUM AND ARE PROVIDED ON SHEET C-06 (SANITARY SEWER
INFORMATION TABLE).
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NORTH

REHABILITATION NOTES:

1. CONTRACTOR SHALL PROVIDE TELEVISION INSPECTION AS WELL AS
SMOKE TESTING FOR ALL GRAVITY SEWER PIPES BEFORE REHABILITATION.
REHABILITATE EXISTING PIPES WITH PERMA-LINERTM MAIN LINING
SYSTEM, CURED-IN-PLACE PIPE (CIPP) OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION.
COORDINATE WITH THE NORTH BAY VILLAGE AND ENGINEER BEFORE
APPLICATION.

2. APPLY REHABILITATION LINING TO EXISTING MANHOLES, MUST USE
CALCIUM ALUMINATE (SEWPERCOAT), MULTI-COMPONENT STRESS PANEL
(SPECTRASHIELD), OR ENGINEER APPROVED EQUIVALENT PRIOR TO
BIDDING. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION.
COORDINATE WITH THE NORTH BAY VILLAGE AND ENGINEER BEFORE
APPLICATION.

3. PIPE AND MANHOLE LOCATIONS ARE ONLY INFORMATIONAL. LOCATIONS
AND QUANTITIES ARE APPROXIMATE. AVAILABLE PIPE SIZE, RIM, AND
INVERT ELEVATIONS ARE BASED ON A RELATIVE VERTICAL DATUM AND ARE
PROVIDED ON SHEET C-06 (SANITARY SEWER INFORMATION TABLE).
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SCALE AS SHOWN

0 125 250
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NORTH

REHABILITATION NOTES:

1. CONTRACTOR SHALL PROVIDE TELEVISION INSPECTION AS WELL AS
SMOKE TESTING FOR ALL GRAVITY SEWER PIPES BEFORE REHABILITATION.
REHABILITATE EXISTING PIPES WITH PERMA-LINERTM MAIN LINING
SYSTEM, CURED-IN-PLACE PIPE (CIPP) OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION.
COORDINATE WITH THE NORTH BAY VILLAGE AND ENGINEER BEFORE
APPLICATION.

2. APPLY REHABILITATION LINING TO EXISTING MANHOLES, MUST USE
CALCIUM ALUMINATE (SEWPERCOAT), MULTI-COMPONENT STRESS PANEL
(SPECTRASHIELD), OR ENGINEER APPROVED EQUIVALENT. SEE
SPECIFICATIONS FOR PREPARATION AND APPLICATION. COORDINATE WITH
THE NORTH BAY VILLAGE AND ENGINEER BEFORE APPLICATION.

3. PIPE AND MANHOLE LOCATIONS ARE ONLY INFORMATIONAL. LOCATIONS
AND QUANTITIES ARE APPROXIMATE. AVAILABLE PIPE SIZE, RIM, AND
INVERT ELEVATIONS ARE BASED ON A RELATIVE VERTICAL DATUM AND ARE
PROVIDED ON SHEET C-06 (SANITARY SEWER INFORMATION TABLE).
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NORTH

REHABILITATION NOTES:

1. CONTRACTOR SHALL PROVIDE TELEVISION INSPECTION AS WELL AS
SMOKE TESTING FOR ALL GRAVITY SEWER PIPES BEFORE REHABILITATION.
REHABILITATE EXISTING PIPES WITH PERMA-LINERTM MAIN LINING
SYSTEM, CURED-IN-PLACE PIPE (CIPP) OR ENGINEER APPROVED
EQUIVALENT. SEE SPECIFICATIONS FOR PREPARATION AND APPLICATION.
COORDINATE WITH THE NORTH BAY VILLAGE AND ENGINEER BEFORE
APPLICATION.

2. APPLY REHABILITATION LINING TO EXISTING MANHOLES, MUST USE
CALCIUM ALUMINATE (SEWPERCOAT), MULTI-COMPONENT STRESS PANEL
(SPECTRASHIELD), OR ENGINEER APPROVED EQUIVALENT. SEE
SPECIFICATIONS FOR PREPARATION AND APPLICATION. COORDINATE WITH
THE NORTH BAY VILLAGE AND ENGINEER BEFORE APPLICATION.

3. PIPE AND MANHOLE LOCATIONS ARE ONLY INFORMATIONAL. LOCATIONS
AND QUANTITIES ARE APPROXIMATE. AVAILABLE PIPE SIZE, RIM, AND
INVERT ELEVATIONS ARE BASED ON A RELATIVE VERTICAL DATUM AND ARE
PROVIDED ON SHEET C-06 (SANITARY SEWER INFORMATION TABLE).
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